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BRABGRETME
ALUMINUM HOUSED WIRE WOUND RESISTORS

PRECISION POWR RESISTORS
Aluminum Housed (Chassis Mount)

FEATURE :

* Highpower rating, smal | sizeandultraprecision
* Standardwinding&non—inductivewindingtypes.
* Highstabi | ity, strongconstruction.

GENERAL SPEC:
WattageRange:6stylestochooserangingfrom
5to0250watts.
ResistanceTlolerance:10%, 5%, 3%, 2%, 1%, , 0. 5%
OperatingTemperatureRange:—55%to+275" ¢
DielectricStrength:AH-5AH-10AH-251000VAH-50
1500VAH-100AH-2502500V

TemperatureCoefficientofResistance:StandardT.C. :

+20PPM~ +250PPM
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STANDARD ELECTRICAL SPEC.

Resistance Range [MAX Wering]
() (V)

Type AN ] AN
Inauctive|Norrductie

(g) |Properheatsink
MAX

AHN(We i ght|(aluninunctassis)

AH- 5 0.05 -3k| 0.1 -1k 10

3 | 152X102X51X1t

AH-10 0.02 -6k| 0.03-2.3k 180

7 | 152X102X51X1t

AH-25 0.012-15k | 0.02-5. 5k 300

15 | 178X127X51XIt

AH-50 0.01 40k | 0.02-12 k 500

33 305X305X1. 5t

AH-100 0.4 -50k| 0.12~25 k 1340

450 305X305X3t

AH-250 250 | 0.6 -80k| 0.15-40 k 1750

305X305X3t

PERFORMANCE

Parameters TestConaitions

Specifications

ShortT1ime

Orer Loed 5Xmattagerating * Ssec.

AR (0. 5%+0. 05Q)
MAX

MO isture

s tenp40°C moisture95:0C100v5C0Hr
Res istance

AR (0. 5X+0. 05Q)
MAX

tenp40°C moisture95:1/10Xwattagefating
(1. 5Hr ON-0. 5Hr CFF) « Repeat 1000Hr

MO isture
LoadLife

AR (0. 5%+0. 05Q)
MAX

LoadRating (Chassismounted)

LoadLife (1 Hr ONO. 5Hr OFF) Repeat 1CO0Hr

ARZ (1.5X+0.05Q)
MAX

10¢/s-50¢/s-10c/s (Imin) -2Hr each of

HRDFEREDN Paral leledandr ightangle

ARZ (0. 5%+0. 05Q)
MAX

Heat
Res istance

275°C 2Hr

AR (0. 5X+0. 05Q)
MAX

AH-5 AH-10 AH-25 1000V

Dielectric AH-50 1500V

120

Deramg&nequiredtoreduoe

Strength

AH-100 AH-250 2500V

AR (0. 2X40.05Q)
MAX

100 chassismountnganeaard lur
highambien|temperantcs. Ensulatlon
Currves Res istance
A-S&10wat luris. unmourdcd.
B-25wat|. unis. umounted

N C-50. 100&250wat lunas.

§§ unmouncd
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Under the same testcond it ionofDielectric
Strength. loadDC5DCVandneasure the
InsulationR.
(1)Pul I Test (30secNin)

AH-51kg. AH-102. 3kg. AH-25. AH-504. 5kg | AR (0. 2X+0.05Q)
(2) Torque Test (5~15sec) MAX

AH-10027kg * cm. AH-250 36kg—cm

80
60
40

1000MQmin

A
(B N
~

Terninal
Strength

18MOd Paley J0 %

20

Materials:

Encapsulant:Silicone

Endcaps:Stainlesssteel

Core:Ceramicsteatiteoralumina

Housing:Aluminumwithhardanodiccoating

Element:Copper-nickelalloy, nickel-chromeal loyor

manganesecopper

StandardTenminals:5~50WTinnedterminals

100~250WThreadedterminals

Res|stance
Tolerance
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TVHI/NDEER' VA S ol I
ALUMINUM HOUSED WIRE WOUND RESISTORS

DIMENSIONS
AH-75-300
AHN-75-300

CHINATYPE

DI MENS | ONS (mm)
C+0.5 | D+0.5 E+0.5

TYPE

AH-75
M 22 17 26

AH-100
AHN-100 17 26

AHN- 180 17 26
AHN-200 17 26
AMN-250 17 26
AHN-200 32 41

AH-500
AHN-500 32 4

DIMENSIONS
AH-5 AH-10
AHN-5 AHN-10
AH-25 AH-50 5
AHN-25 AHN-50 | — = @\

CHINA & TAIWAN D IMENS | ONS (mm)
SAME TYPE + C+0.5 | Dx1 E+0.5

4 17 9.5

6 23

10 27
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